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The rugged and reliable 
Android™ 8.1 smartphone
Highlights: 

Huge Push-To-Talk key
PTT channel selector
Front loudspeaker >105 dB
Powerful-LED-torch (90 Lux)
Long battery life 

 (400 h standby)
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Waterproof, impervious to 
dust and microparticles

Operation range from 
-20 °C to 60 °C

4“ display (Rugged  
Display Glass); 
Resolution 640 x 1136 px

GPS, A-GPS, Glonass

Usable with gloves

G-sensor, light sensor, 
range sensor, magnetic 
sensor

Powerful LED torch 
(90 Lux)

Bluetooth® 4.1 LE

External memory  
microSD up to 128 GB

Dual nano SIM

Size:  
136,5 x 66,5 x 24,5 mm,  
weight: 284 g

GSM 850/900/1800/ 
1900 MHz
WCDMA: UMTS B1/4/5/8
LTE-FDD: B1/3/4/5/7/8/20/ 
28A/28B
LTE-TDD: B38/39/40/41
TD-SCDMA: B34/39802.11a/b/g/n

5000 mAh battery, 
replaceable, 

Push-To-Talk 
PTT ready (third party 
application required)

CONTENTS Smartphone, battery, charger, USB-C cable, display protection foil,  
quick start manual and safety instructions

Amplified loudspeaker

TECHNICAL FEATURES

ATEX approval: 
EX-Zone 2/22

 II 3G Ex ic IIC T4 Gc IP54
 II 3D Ex ic IIIB T150°C 

Dc IP54

EX-Zone 2/22
Ex ic IIC T4 Gc IP54
Ex ic IIIB T150°C Dc IP54

Android™ 8.1

MediaTek MT6739WW
2 GB RAM 
16 GB internal memory  

Drop-protection,  
tested against: vibrations, 
shock and extreme  
temperatures.

Near Field  
Communication

2 cameras: 5 MP AF  
rear camera and 2 MP 
front camera

SOS-key,
Loneworker protection 
LWP ready (third party 
application required)

Universal lateral  
ISM interface
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FURTHER FEATURES


